
KDS SERIES

High Brightness Window Displays

4000/700 NITS 
DUAL-SIDED DESIGN

CEILING SUSPENDED

FLOOR MOUNTED

VIEWABLE WITH 
POLARIZED LENSES

BUILT-IN MEDIA PLAYER

4000 700

55 inch Dual Side Digital Signage



Size

Active Display Area ( H x V mm )

Brightness

Resolution

Aspect Ratio

Backlight Adjustment

Viewing Angle

Backlight Configuration

Operation Life Cycle-mtbf(hours)

Panel

Media

Operating Enviroment

Opertaing Temperature

Operating Humidity

Operating Altitude 

Environment

Mechanical

Power
AC Input

Max Power Consumption

Indoor

0°C~40°C

10%~80%

≤ 2000m

Enclosure Material

Finishing

Colour

Glass

Speaker

Aluminum + Steel 

Fine Grain Powder Coating

Gray ( Ral 7038 ) 

N / A

8Ω 2W ( x 2 )

Technical Specifications

Dimension

W x H x D

Net Weight

632 x 1886 x 80 mm

43 kg

732 x 1800 x 80 mm

60 kg

OS

www.keewindisplay.com+86-21-54049988 export@keewin.com
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100~240 VAC±10%  , 50 / 60 Hz

350 w

55

1209.6 x 680.4

4000 - 700nits

1920 x 1080

16 : 9

Automatic (Ambient Light Sensor)

178°/178°

LED

50,000 

HDMI in / Android / Computer

Hanging type Floor-standing type


